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821 3863 Krusman eye wash.  
Each spray head has an internal flow control and filter 
to remove impurities. Self draining ball valve with 
non-returning spring, operated by a push plate. 
Delivered with collecting bowl in stainless steel.  
 
The water supply should be designed for a minimal 
flow of 14 litres per minute at a pressure of 2,4 bar. 
 
Flow rate: 14 l/min 
Water supply: DN 15 
Drain connection: DN 32 
Width: 400 mm 
Height: 195 mm 
Depth: 353 mm 
 

  
821 3864 Krusman eye/face wash. Each spray head has 
an internal flow control and filter to remove impurities. 
The spray heads provide both facial and eye rinsing. Self 
draining ball valve with non-returning spring, operated 
by a push plate. Delivered with collecting bowl in 
stainless steel.  
The water supply should be designed for a minimal 
flow of 28 litres per minute at a pressure of 2,4 bar. 
 
Flow rate: 28 l/min 
Water supply: DN 15 
Drain connection: DN 32 
Width: 400 mm 
Height: 195 mm 
Depth: 353 mm 
 

   

 

 

       
 
821 3868 Krusman eye wash.  
Delivered with dust cover and collecting bowl in 
stainless steel. Otherwise the same as 821 3863. 
 
Flow rate: 14 l/min 
Water supply: DN 15 
Drain connection: DN 32 
Width: 400 mm 
Height: 205 mm 
Depth: 353 mm 
 

  
821 3866 Krusman eye/face wash.  
Delivered with dust cover and collecting bowl in 
stainless steel. Otherwise the same as 821 3864. 
 
Flow rate: 28 l/min 
Water supply: DN 15 
Drain connection: DN 32 
Width: 400 mm 
Height: 205 mm 
Depth: 353 mm 
 

 
An emergency sign is enclosed with each eye wash. 

 
The models are also available in stainless steel. 
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 821 3867 Krusman eye/face wash with drench 
shower KN 5025. Each spray head has an internal 
flow control and filter to remove impurities. Self 
draining ball valve with non-returning spring, 
operated by a push plate. Drench shower is activated 
by the handle. Delivered with collecting bowl in 
stainless steel.  
The water supply should be designed for a 
minimal flow of 28 litres per minute at a pressure 
of 2,4 bar. 
 
Flow rate: 28 l/min 
Water supply: DN 15 
Drain connection: DN 32 
Width: 400 mm 
Height: 195 mm 
Depth: 353 mm 
 
 

 
 
 

  

  

 

 
 
(Left) 821 3869 Krusman eye/face wash. 
Each spray head has an internal flow control and 
filter to remove impurities. Self draining ball valve 
with non-returning spring, operated by a push plate. 
Delivered with collecting bowl in stainless steel. 
The water supply should be designed for a 
minimal flow of 28 litres per minute at a pressure 
of 2,4 bar. 
 
Flow rate: 28 l/min 
Water supply: DN 15 
Drain connection: DN 32 
Width: 400 mm 
Height: 1100 mm 
Depth: 280 mm 
 
 
 
 
 
 
(Right) 821 3870 Krusman eye/face wash. 
Flow rate: 14 l/min. 
Otherwise the same as 821 3869. 
 

 
 

An emergency sign is enclosed with each eye wash. 
 

The modes are also available in stainless steel. 
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