
IG 5533 
Proximity switch

Visiting address	
Metallverksgatan 12		
SE-721 30 Västerås	

Postal address 
Box 404
SE-721 08 Västerås

Tel +46 (0)21–14 92 00
Fax +46 (0)21–14 92 50
www.krusman.com

Product information

Proximity switch
IG-2008-FRKG
Plastic thread M18 x 1

Connection PUR/ PVC- cable

Programmable

Technical information   
Operating voltage [V]
Current rating (continuous) [mA]
Minimum load current [mA]
Short-circuit protection
Reverse polarity protection
Overload protection 
Voltage drop [V]
Leakage current [mA]
Real sensing range [mm] 
Operating distance [mm]
Switch-point drift [% / Sr]
Hysteresis [% / Sr]
Switching frequency [Hz]
Correction factors
Operating temperature [°C]
Protection
EMC
Housing material 
Function display
Switching status LED
Connection

We ensure safety in risky environments

10...55 DC
400
4
pulsing
yes
yes
< 4,6
< 0,8
8 ± 10 %
0...6,5
-10...10
1...15
300
Steel (St37) = 1 / V2A ca. 0,7 / Ms ca. 0,4 / Al ca. 0,3 / Cu ca. 0,2
-25...80
IP 67
EN 60947-5-2; EN 55011 Class B
PBT

Yellow
PUR/ PVC-cable / 2 m; 2 x 0,5 mm²

Wiring

Core colours
BK black
WH white


