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24" 
� (610mm) 

�--;-----=. 

Tfn +46 (0)21 - 14 92 00 
Fax +46 (0)21 - 14 92 50 

VATTENANSLUTNING 
DN 25 UTV 

I 11110" I 
�54mmTi 

�--+-+--+---- PVC-OVERDRAGEN 

90" 
(2286mm) 

6-1/2"
(165mm)

11111-3/4" 
(298mm) 

6-1/2"
(165mm)

h s· (127mm)

DETALJ "A" 
GOLVFLANS 

(4) 11111/16" MONTERING
4-3/4" HALTAGNING

36" 
(914mm) 

30" 
(762mm) 

PVC GOLVFLANS (SE DETALJ "A") 

8" 
(203mm) 

,..............1----'---, __i._ 
-j 1116" l­

(152mm) 

KULVENTIL 1" IPS 

PVC-OVERDRAGEN 
KULVENTIL 1/2" IPS 

AVLOPP 2" IPS INV 

UNITS (EXCEPT THOSE WITH SELF-CLOSING VALVES) COMPLY WITH THE REQUIREMENTS OF ANSI 2358.1. TEST ALL EMERGENCY EQUIPMENT AT LEAST WEEKLY. 
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Revision Notice:
This drawing is not the latest version for the product. 
Minor component modifications are forthcoming, 
but user impact will be negligible. 
Updated drawings expected in November 2023.


